
Japanese House #1  

B28-JP-001 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care and remember 

to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces in place while 

you allow glue to dry. 

 

Painting 

We recommend painting portions of this kit BEFORE they are removed from the sprue as this makes final assembly much 

easier. For details, please see the section at the end of these instructions. 

 

Assembly 

 
Remove the two under-base sections and three 

upper base sections from the sprue. 

Glue the front porch to the first lower section. 

 
Glue the main base in position as shown. 

 
Take the inner walls you painted earlier… 

 
..and glue them to the base as shown with their 

detailing facing inwards. 

 

 

 

 
Take the four outer wall frames from the sprue. 

 



Starting with the front frame, glue it into position, 

ensuring the doorways align. Repeat this for the 

back frame. 

Add the two end frames, which slot over the ends 

of the front/back frames (see above). 

 
Take the end wall panels you painted earlier… 

 
..and glue them into the frame. Note these are on 

the sprue in the same positions as they end up as 

the left/right pieces are slightly smaller than the 

centre ones. 

 
Now take the front/back wall panels… 

 
..and glue those into place. Same thing applies here 

– the left/right pieces are slightly narrower. 

 
Get the windows and door rails from the sprue.  

Glue the windows into the holes in the walls, then 

add the door rails as shown above. 

 
The pieces shown above for the frame of the back 

porch. 

 
First glue the uprights into place, then attach their 

side section. 

 
Finally, glue the cross beam into place. 

 

 
These pieces form the front porch. 



 
The left/right uprights have a blank side piece. The 

two centre uprights have a side piece with a notch 

cut out. 

 
Glue the crossbeams into place. 

 
Take the roof pieces you painted earlier.  

Glue the first two into place on their supports. 

 
The add the other two. Note there should be a 

gap between the two halves of the roof. 

 
Take the end frames and ridge piece. 

 
Glue a frame to each end of the roof assembly. 

And attach the ridge section into the slots in the 

roof supports. 

 

 
Glue the panels into place within the frame. 

 
Place (do not glue) the front and back porch roof 

sections onto their supports. 

 
Slide the doors inside their runners and into the 

slot in the floor. These can be glued or left to slide 

as desired. 

 

Painting 

We recommend painting the inner walls, wall panels and roof before assembling the kit as it makes the assembly 

much easier. 

Remove the roof supports, porch supports, windows and ridge section from Sprue #2. 

Remove everything except for the wall panels from Sprue #3. 



 

Sprue #2 

 

 
Sprue #3 

The inner walls. 
 

The front and back wall panels. 

 

Spray both sprues with standard white car undercoat from a distance of about 30cm. 

Once dry, drybrush a brown colour onto the lower wall panels (see pics) and a lighter brown onto the beams 

etched into the inner walls. 

 

All the roof sections were sprayed with a dark blue undercoat spray (e.g. Army Painter) and then lightly dry brushed 

with an ice-blue colour.  

Don’t forget to paint the lugs on the inner roof supports the same way. 

 

 
Roof Sections 

 

 

 

 


