
Japanese Shinto Shrine  

B28-JP-006 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care and remember 

to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces in place while 

you allow glue to dry. 

 

Painting 

We recommend painting portions of this kit BEFORE they are removed from the sprue as this makes final assembly much 

easier. For details, please see the section at the end of these instructions. 

 

Assembly 

 
Remove the front floor, blank wall and front 

supports from the sprue as shown above. 

 
Glue the supports underneath the front floor with 

their etched detail facing outwards. 

 

 
Glue the blank wall into place. 

 
Take the pieces shown above from the sprue. 

 

 
Glue the assembly you’ve just made to the base. 

 
Attach the side and rear lower walls. 

 

 

  



Take the three sets of rails and three pieces of 

skirting from the sprue. 

 

Glue the skirting in place starting with the sides, 

then add the “lid” (from previous pics) . 

 
Glue the rails into position. 

 

 
Take the steps and their two supports. 

 

 
Glue the supports into place. 

 
Glue the first step to the front floor using the 

guidelines provided. 

 

 
Add the remaining steps. 

 

 
Take the upper walls, front of the shring at the 

upper “lid”. 

 
Attach the back and sides. 

 
Slide the front panel into place then glue the rear 

one behind it. 

 
Add the “lid” 

 
The front support arch is made from the pieces 

shown above. 



 
Glue the uprights back to back, ensuring the lugs 

are on opposite sides on the two pieces (see pic) 

 
Carefully attach the supports to the cross beams. 

The cross beam with the fluted ends is the lower of 

the two.  

Note: Ensure the lugs on the uprights are on the 

outer edges as shown by the arrows.  

 
Attach the front arch to the shrine. 

 
Take the two triangular supports and the cross 

beams from the sprue. 

 

 
Glue them together as shown. 

 

 
Attach to the top of the shrine. 

 
Carefully add the side supports – they are a snug 

fit. 

 
Starting at the bottom, add the front portion of the 

roof, placing each piece in turn onto its lugs. 

 
Repeat this for the rear of the roof. 

 

 
Take the ridge and its supports. 



 
Glue them together as shown 

 
The attach them to the top of the roof. 

 

 
The finished shrine. 

 

 

  



 

Painting 

We recommend painting the majority of the kit before assembly as it makes the assembly much easier. 

 

The steps and roof panels were removed from the sprue and then sprayed with a grey car body primer before 

applying a light black ink wash to the roof panels. 

 

The front panels of the shrine were also removed, before spraying them with a white car body primer. They then 

had their patterns filled in by hand using cream, light brown and black paint. 

 

The ridge (and its two supports) were removed and sprayed with a black car body primer before adding the 

highlights in gold paint. 

 

The remainder of the kit was sprayed with a red car body primer while still on the sprue. 

  

 

 
The steps (shown in position) 

 

 
The front panels of the shine (shown in position) 

 
The ridge (shown constructed) 

 

 

 


