
28mm Wild West Hardware Store 

B28-OW-100 

 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care and remember to cut 

away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces in place while you allow 

glue to dry. 

 

A full-colour copy of these instructions can be found on our website: www.blotz.co.uk 

 

Remove the following sections 

from the sprue: Base (A)(x1), 

edges (S)(x2), front (Q).  

 
Turn the base (A) over so that the 

undetailed side is uppermost. 

Glue the sides (S) and front (Q) to 

the base, ensuring the lugs on (S) 

fit into the appropriate holes on 

the base. On all three pieces 

ensure that the etched detail on 

the pieces is facing outwards. 

 
Remove the internal sides (B and 

C) and the internal end (D) from 

the sprue. 

 
Starting with (D), attach this to 

the end of the base (A) using the 

holes provided. Then attach (B) 

and (C), ensuring that the wide 

lower end lug is towards the 

front of the building. All the 

etched detail should be facing 

outwards. 

 
Take the three internal pieces (G, 

F and H) and glue them together 

to form a “U” shape with the 

etched detail innermost. 

 
Apply glue to the non-etched 

sides of the “U” and slide it into 

the rest of your model. The lugs 

at the bottom of the “U” should 

fit into the holes provided. 

 

 

 
Remove the internal front wall (I) 

from the sprue. Attach it to the 

innermost lugs at the front of the 

model, 

 
Ensure the etched detail is facing 

into the building.  

 
Now take the two store front 

pieces (E and X) from the sprue. 

Separate the door from (E). 

 



 
Glue (E) to the outermost lugs at 

the front of the building, so the 

etched detail is facing outside.  

 
Now glue (X) the front of (E), 

removing the stores signboard if 

you want to position it elsewhere 

on the model. 

 
Remove the roof pieces from the 

sprue: external sides (P, O), 

internal sides (J, K), external end 

(T), internal end (L), internal 

brace (N) and the roof (M). 

 
Flip the roof (M) over and glue 

the internal sections (J, K, L and 

N) to it as shown. 

 
Glue the external pieces (P, O 

and T) to the structure as shown. 

 
Remove the two windowsills (Zi) 

from the sprue and attach to the 

space under each front window. 

Wide edge of the sill towards the 

building. 

 
Remove the remaining 

windowsills (Z2) and glue under 

the side/back windows as shown. 

 
Glue the top strip (Y) as shown, 

so it extends out sideways and 

forwards slightly. 

 
Glue the door front and back 

together. For a fixed door, glue 

into position as required. 

 
Remove the porch pieces (U x2, V 

and W) from the sprue. 

 
Attach to the front of the 

building as shown. 

 
Glue the tar-paper to the roof 

and attach the four battens (R) 

 

  
 


