
28mm Turbine / Generator (Double) 

10mm Shield Generator (Double) 

B28-SF-202 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due 

care and remember to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold 

pieces in place while you allow glue to dry. 

 

 
Remove the front panel, left and right walls and 

the four decorative grilles from the sprue as 

shown above. 

 

 
Glue the left and right walls into place (using the lugs / 

holes provided) then glue the decorative grilles into 

position using the guide marked scored into the panel 

and walls. The legs / pipes / cables sticking out of the 

base of each grille should be flush to the base of the 

panel. 

 
Remove the four pieces shown above from the 

sprue. Glue the large rectangular piece behind 

the open grille (see next picture).  
Glue the rectangular panel to the front of the left/right 

walls (as shown), then glue the top and bottom panels 

into place. 

 
Glue the scored semi-circle to the back of the 

model as shown above. Repeat these steps to 

build the opposite end of the turbine. 

 
Glue six semi circles to the back of each of the turbine 

pieces, ensuring that they smoothly align. 



 
Now take the four pieces shown above from the 

sprue. 

 
Glue them into position using the scored guide marks, 

along with the scored semi-circle as shown above. 

 
Glue completed side onto the rest of the turbine. 

Repeat this for the other half of the turbine 

structure. 

 
Take the two side pieces and roof supports from the 

sprue. 

 
Glue them into position as shown (ensure the 

side walls are both the same way round). 

 
Starting with the middle piece of roof, glue the roof 

into place. Note the two side pieces will be tight up 

against the grilles. 

 
Finally glue the rest of the turbine to the middle 

section. 

 

 


