
28mm Cargo Pod 

B28-SF-206 
 

 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due 

care and remember to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold 

pieces in place while you allow glue to dry. 

 

 
Remove one end and the four sides with lines 

scored on them from the sprue as shown above. 

  
Attach the sides as shown, with the ones containing 

four holes on the left and right of the model. Now take 

the other four side pieces from the sprue. 

 
Attach the second set of four sides, which sit just 

inside the ring made by the first four sides. 

Attach the other end piece. 

To do that, start with the ‘side’ piece which will 

be at the top of the model and then work round, 

carefully manoeuvring the lugs on the side piece 

into the corresponding holes on the end piece. 

The final piece to be moved is best done 

(carefully) with the aid of something thin (e.g. a 

knife blade) 

 
Take the four hand-rails from the sprue and glue them 

into position using the holes in the side pieces as a 

guide. 



 
Next, remove the five pieces of steps from the 

sprue. Note the central one (which goes on the 

top of the model) is slightly longer than the ones 

either side. 

 
Glue the ladder sections into place (as shown) and 

then attach the strips to the sides of the pod – one at 

each end of the angles surfaces. 

 
Glue an end piece into position at each end of 

the pod, with the etched detail facing outwards. 

 
Attach a control panel. 

 
Finally attach the decorative pieces. 

 

 

 


