
10mm Dubai Skyscraper 

B10-CS-012 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due 

care and remember to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold 

pieces in place while you allow glue to dry. 

 

 
Remove the three roof pieces shown above from 

the sprue along with the two uprights. 

 
Glue the uprights into the two larger roof sections as 

shown. 

 
Glue all three roof sections to the “non-etched” 

side of one of the side walls so that they form a 

stepped design (see above). 

 
Remove the two inner supports from the sprue. Note 

these have a “T” on one side and it is this side which 

should go towards the top of the building. 

 

 
Glue the two inner supports to the side wall. 

 

 
Glue the thin end wall into place ensuring the etched 

detail faces outwards. 

 
Then add the other side wall – again ensure the 

etched detail faces outwards. 

Glue the window strip into p[ace. This should be 

aligned with the bottom of the building (so it may be 

easier to stand the building up when doing this) 



 
Then glue the wide end section into place. 

 
To make life easier we painted the building at this 

point, spraying the sides silver (windows) with a light 

blue drybrush over the top. The roof was done grey 

and the roof surround was a medium blue. The 

window strip was done white. 

 
The outer skin of the building was also painted 

before being applied. 

 
Glue the outer side wals into place, ensuring that the 

stepped upper sections align correctly. 

 
Glue the two end walls into place. 

 

 

 


