
10mm Ferris Wheel 

B10-CS-601 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due 

care and remember to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold 

pieces in place while you allow glue to dry. 

 

Ferris Wheel (B10-CS-601) 

 
Each gondola is formed from the pieces shown in 

the top left. First attach the seat and base to one 

side (see top right), then attach the other side 

(see bottom left) before finally attaching the roof 

(see bottom right). 

 

 
Remove one side of the wheel and all the support 

struts from the sprues (as shown above). 

 
Attach the supports to the wheel as shown, with 

the supports aligned with the struts. 

 
Glue the other side of the wheel in place, gently 

aligning each of the support struts. 

 

 



 
Remove the base, fences and support arms from 

the sprues. 

 
First attach the support arms to the base. Then 

starting with the short end, sit the fence so it just 

touches its holes. Position the long sides, then push 

the short end into place. Repeat this process for the 

other end. 

 
Remove the axle and axle bosses from the sprue. 

 

 
Attach the wheel to the support arms using the axle. If 

you wish the wheel to spin do not glue the wheel to 

the axle. 

 

 
Glue the axle boss with the rectangular slot to 

the support arms which will hold the axle in 

position. 

 
Then glue the covering axle boss in place. 

 
Spin the wheel round so you can attach the other 

axle bosses. To ensure correct spacing put a piece 

of sprue between the wheel and support arms 

until the glue has set. 

 
The ticket booth is formed from the pieces shown 

above. 

 



 
Glue the shelf into place so that it slightly 

overhangs the front, then attach the side and 

rear walls. 

 
Then glue the roof in place 

 
To attach the gondolas place one lug into the 

hole in the wheel, then gently flex the other side 

of the wheel until the other side of the gondola 

clip in place. Do not glue these in position. Make 

sure they are all facing the same way (ie. 

Towards the gap in the fence) 

 
The finished Ferris Wheel and Ticket Booth. 

 


