
 

20mm / 28mm Petrol Station and Shop/Diner 

B20-CS-001 / B28-CS-001 
 

 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care 

and remember to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces 

in place while you allow glue to dry. 

 

These instructions show the 28mm version of the kit being constructed, but the 20mm version uses exactly 

the same steps. 

 

 
Remove the shop floor and four main walls from 
the sprue. 
 

 
Glue the four walls to the base. 

 
Remove the two swing doors and the upper door 

frame from the sprue. 

 
Place the doors so that their lower lugs sit in the holes 
in the base. Sit the upper door frame over their upper 

lugs (as shown).  

 
Place a little glue in the centre of the upper door 

frame and push it into position so it sits flush 
against the rear of the front wall. 

 
Repeat this process for the rear door. 



 
Remove the decorative pieces from the sprue. 

 

 
Glue them to the shop walls as shown above. 

 

 
Take the four door frames from the sprue. 

 
Then glue one around the outside of the front doors. 

 

 
And one around the inside of the front doors. 

Repeat this for the rear door. 

 
Take the roof and front strip from the sprue. 

 

 
Attach the front strip to the roof using the 

holes/lugs provided.  
Sit (don’t glue) the roof on top of the shop. 

 

 
The sign boards are made by simply attaching the 

upper to the base as shown above. 

 
Each of the pumps is formed from the six pieces 

shown above. 

 

 
Glue two pumps to each base. 



Glue the large pieces back to back, then fis the 
upper and lower secorative pieces into the front 

and rear. 

 
Each pillar is formed from the four pieces shown. 

 
Glue two pillars to each base. 

 
Then glue them to the underside of the forecourt 

roof as shown. 

 
Take the four forecourt roof edges from the sprue. 

 
Attach them to the roof using the holes/lugs 

provided. 

 
The finished model. 

 


