
 

 

6mm 5x1 Mixed / Mixed Damaged 

B06-MW-008 / 009 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care and remember 

to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces in place while 

you allow glue to dry. 

 

The 5x1 Mixed kit (B06-MW-008) contains the Foyer, Middle Section and Roof. 

The 5x1 Mixed Damaged kit (B06-MW-009) contains the Foyer and Damaged Middle Section. 

 

Foyer Section (B06-MW-106) 

 
Each long side of the foyer is formed from the pieces 

shown above. 

 
Glue the short wall sections to the back of the main 

wall, then glue the arched walls to these (as shown 

above) 

 
Glue the end sections to the side walls and then attach 

the whole assembly to its base using the holes/lugs 

provided. 

 

 

 

  



 

Middle Section (B06-MW-157) 

 
The centre section is formed from the pieces shown 

above. 

 
Glue the long and short walls to the base section to 

form an open ended box. Etched detail should face 

outwards. 

 
Turn the assembly over and glue the supports to the 

base (see above) so that they extend “above” the 

walls. Leave to dry. 

 

Once dry, turn the right side up and place on top of 

the foyer section. 

The supports will enable the piece to fit flush to the 

foyer without sliding off. 

 

Middle Damaged Section (B06-MW-158) 

 
The damaged section is formed from the pieces shown 

above. 

 
Glue the main floor and two short floors to the back 

of one long walls (see above). 

 
Glue the other walls into place. 

 
Turn the assembly over and glue the supports to the 

base (see above) so that they extend “above” the 

walls. Leave to dry. 

 

Once dry, turn the right side up and place on top of the 

foyer section (or a middle section). 

The supports will enable the piece to fit flush to the 

piece below it without sliding off. 

 

 

  



 

Roof Section (B06-MW-204) 

 
The roof section is formed from the pieces shown 

above. 

 
Glue the long and short walls to the “roof” section 

as shown above. Etched detail should face 

outwards. 

 
Turn the assembly over and glue the supports to the 

underside of the roof (see above) so that they extend 

“above” the walls. Leave to dry. 

 
Once dry, turn the right side up. Glue the window 

decorations above the windows. 

Place on top of either the Foyer or Middle Section. 

The supports will enable the piece to fit flush to the 

piece below it without sliding off. 

  

 

 

 


