
20mm Russian House 4 

B20-EE-004 

 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care and remember 

to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces in place while 

you allow glue to dry. 

 

A full-colour copy of these instructions can be found on our website: www.blotz.co.uk 

 

 
Remove the four walls from the sprue. 

 

 
Slide the two walls and two ends together using the 

slots provided. Secure with a little glue.  Do this so 

that the building is upside down (see above). 

 

 
Glue the base into position using the lugs/holes 

provided. Allow to dry before proceeding. 

 

 
Take the porch frames and roof from the sprue. 

 
Starting with the front leg, insert it into the hole 

on the porch floor (see above)…. 

 
..then gently push the rear leg into the back hole 

until the lug on the upright slots into the hole in the 

wall. 



 
Add the porch roof. 

 

 
Each window is formed from the pieces shown. 

 
First glue the sill into place, then add the windowe 

frame. 

 
Add the two shutters and finally the lintel. 

 
The base of the roof is formed from the pieces 

shown. 

 
Glue the two rectangular supports to the underside 

of the base (at the ends using the holes provided) 

and the three upper supports  as shown. 

 
Take the two long roof sections.. 

 
.. and fit them to the upper supports using the 

lugs/holes provided. 

 
These four supports and used for the end sections 

of roof. 

 
Glue two at each end as shown. 



 
Attach the end sections, adjusting their angle so 

that they are a smooth fit. 

 

 
The chinmey is made from these four pieces. 

 
Glue them together as shown. 

 
Then glue them to the roof. The actual position is 

up to you, but the russian houses tended to have 

them at the end. 

 
The finished house. 

 

 

 

 

 

   

 

 


