
28mm Sheriff / Notary 

B28-OW-104 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due 

care and remember to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold 

pieces in place while you allow glue to dry. 

 

Ground Floor 

 
Start by removing the ground floor (1), front 

piece (2) and two side pieces (3) from the sprue. 

 

Turn the floor over and glue the three pieces into 

place as shown using the holes/lugs provided. 

 
Now remove the inner skin of the walls (pieces 4 

to 7) from the sprue. 

 
Glue these to the base, ensuring the lugs fit into the 

corresponding holes in the base. All etched detail on 

these pieces should be facing into the building. 



 
The outer skin of the ground floor walls is formed 

using pieces 8 to 11. 

 

 
Glue these into position, ensureing that all window 

and door openings line up correctly. These should 

have their etched detail facing away from the building. 

 

 
The long internal wall (pieces 12 and 13) 

 
Glue these back to back and insert them into place. 

 

 
The short inner wall is made from pieces 14 and 

15. 

 
Glue them together and slide them into position using 

the lugs / holes provided. 



 
The cell bars (pieces 16 and 17) 

 
Fix the long set of bars in place, then slide the short 

set of bars into position. 

 

 
Remove the pieces for the external stairs from 

the sprue (pieces 18 to 22). 

 

 
Glue the steps (21) onto the main support as shown. 

 
Attach the end section and platform – note the 

lugs will fit into the notches in the side / end 

pieces. 

 
Glue the steps to the side of the building, aligning 

them using the lugs on the end piece and the holes 

provided. 



 
The three rear windows – pieces 23 (x2) and 24. 

 
Glue the two smaller barred windows into place so 

that they fit in the centre of the openings. 

 

 
Repeat this for the larger barred window. 

 

 
The front windows are made from pieces 25 (x2) and 

26 (x2). 

 
First glue the window sill in place so that it is 

flush with the inner wall and slightly protrudes at 

the front. Glue the window frame into position. 

 

 

 

  



The Porch 

 
The porch is made up of end supports (27 and 

28), front support (29) roof (30) and sign 

supports (31 x 2) and sign (32) 
 

Glue the end supports in place so the lug front leg fits 

into the hole in the veranda and the lug on the rear leg 

goes into the wall. Glue the front support between the 

two end supports. 

 
Attach the roof, fitting it onto the lugs on the end 

supports. 

 
Glue the two sign supports to the back of the sign. 

 
The glue the sign into place. 

 
The doors have their “Z” frame (33) glued to the back. 

The doors can then be glued into position or left to 

open/close as desired. 

 

 

  



The Upper Floor 

 
First of all remove the floor (34) and the inner 

skin of the walls (35 to 38) from the sprue. 

 
Glue these into place as shown ensuring that any 

etched detail faces inwards. 

 
Now remove the outer skin (pieces 39 to 42) 

from the sprue. 

 
Glue these into place so their etched detail faces 

outwards and any door / window spaces are aligned. 

 
The central wall (43 and 44) 

 
Glue the pieces back to back and slot them into place. 



 
The short wall (45 and 46) 

 
Glue these together and slide them into place. 

 

 
Attach the front and side windows in the same 

manner as the ground floor. 
 

Select which sign you wish to use (49a or 49b) and 

glue it between the front windows as shown. 

 

The Roof. 

 
Remove the roof decoration (51 to 54) from the 

sprue. 
 

Glue these onto the roof (50) as shown. Position the 

trapdoor wherever takes you fancy. 

 
The hitching post and sign go together as shown. 

Glue the sign next to the upper door. 

 


