
 

28mm Crashed Ship - Superstructure 

B28-SF-510 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care and 

remember to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces in 

place while you allow glue to dry. 

 

 
Take the two sides and middle deck from the sprue. 

 
Glue the deck between the two sides (with their 

etched detail facing outwards), then glue the whole 
assembly to the base. (see pic) 

 

 
The front hull plate and rear observation deck wall. 

 

 
Slide the observation deck wall into the notches on 
the side walls (etched detail facing backwards) and 

the front hull plate goes into the notches at the 
front of the side walls. (see pic) 

 

 
The upper deck section. 

 
This slides into the observation deck wall and clip 

into place with the lugs on the top of the front hull 
plate. 

 
 
 



 
The ladder is formed from the three pieces shown 

above. 
 

 
Glue the sides to the rungs to form the ladder. 

 
The ladder clips to the upper and middle decks. 

 
The front and sides of the observation deck. 

Attach the front piece to the upper deck using the 
lugs, then add the sides so the damaged piece is on 

the left. 
  

 
The lower hull plates for the observation deck. 

 
These attach under the observation deck using the 

lugs to align them (see pic above) 
 

 
The upper hull plates for the observation deck. 

 

 
These can either be glued into position, or left 

unglued so they can be removed during gameplay to 
place figures inside. 

 

 
The rear hull plates. 

 
Glue the upper and lower sections into place. The 
centre section can either be glued or left loose to 

allow access to the model for placing figures. 
 



 
The final three pieces.  

Attach the two supports under the base of the 
model using the holes provided. 

 

 
Fasten the hull piece into position. 

 
 

 
The finished model. 

 

 

 


