
 

28mm Standing Lanterns 

B28-ST-136 
 

Please read these instructions fully before starting construction. 

PVA or equivalent glue will be required to stick sections together. 

Sand paper can be used to gently clean any joints. 

A sharp modelling knife will be required to remove sections from the sprue. Please use knives with due care and remember 

to cut away from yourself at all times. 

During the construction of this model, you may find it convenient to use pegs / elastic bands to hold pieces in place while 

you allow glue to dry. 

 

 
Take the two halves of the main post, its top and the 

two base pieces from the sprue. 

 
Glue the two parts of the main post back to back, 

then glue the top onto them. 

 

 
Stick the two base pieces one on top of the other and 

slide the main post into the middle of them. 

 

 
Take the four corner posts and the “lid” from the 

sprue. 

 
Glue the corner posts into place. 

 

 
Then carefully attach the ‘”lid”. 

 
Take the sides of the roof and their supports from the 

sprue. 

 
Glue them together as shown. Note the central lug 

on the supports face downwards. 



 
Glue this assembly to the top of the lantern. 

 
Starting at the bottom, glue three roof pieces to one 

side of the lantern. 

 
Repeat this on the other side. 

 

 

  

Painting 

 

Once constructed, we sprayed our entire model with a red car body undercoat, then painted the base and roof with a light 

grey over which we used a light black ink wash. 

 

The corner posts had their lower portion painted white, then yellow highlights were added. 

 

2 white stripes were added to the sides of the lantern, above and below the main chamber. 

 

The front and rear of the roof had yellow and white highlights added. 

 

 


